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When you need a headset adapter and an audio booster, OmniCord™ is the one-
piece solution. OmniCord works with most telephone brands, and makes headset
setup easy. So it simplifies your life—and saves you money—while it unclutters your
desk. 

Benefits
• Reduces workspace clutter and equipment costs.
• Works with most phone types.
• Compatible with major headset brands.
• Boosts microphone volume when needed.

OmniCord is the one-piece 

solution that makes headset

setup simple.

One cord does it all.
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VXi OmniCord™
PRODUCT BRIEF

Product Highlights
• One-cord, one-piece setup.
• Replaces both the headset adapter and audio booster.
• Compatible with most phone systems and most major headset brands.
• One-year warranty. 

Warranty Specifications
One-year warranty

Mechanical Specifications
Dimensions
3.6" x 1.1" 
Telephone interface cord: 6.9" 
Headset coil cord: 18.5" 

Weight
1.34 oz. 

Headband
11" (expandable to 13")

Packaging Specifications
Package Dimensions
5" L x 10" W x 1" H 
Package Weight
3 oz. 

Agency Approvals
CE, FCC, RoHS

Options and Accessories
Product Part Number UPC
OmniCord-V
OmniCord-G
OmniCord-P

203365
203366
203367

607972033656
607972033663
607972033670
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Audio Booster:  Eight-position
slide switch for selecting headset
microphone gain. 

Compatibility Switch: Three-
position slide switch for selecting
the three common headset/handset
port wiring configurations.

RJ9 Connector: Plugs into the
headset/handset port on the phone.

Quick Disconnect (QD): Three styles
for use with VXi, GN Netcom®/Jabra
and Plantronics® headsets.
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